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PACKAGE

Part No. Description 

394RB   RAI 8050532024038 1 TSE180 – lateral tilting extension for BM180 benches 18,8 Kg 41.44 lbs 186x27xh 18 cm 73”x10 5/8”xh 7” 21,5 Kg 47.39 lbs

“TSE180” with folding legs/transport position.

“TSE180” mounted on 2 “BM180 PLUS” combined. “TSE180” mounted on 1 “BM180 PLUS”.

TSE180 – LATERAL TILTING EXTENSION FOR BM180 BENCHES

•	 The new lateral tilting extension supports the tile and facilitates splitting after scoring during the 
cutting process. It also prevents the cut portion from falling.

•	 The device allows the support of the tile both during and after the splitting phase.
•	 Splitting can be performed by one single operator.
•	 Extremely easy to be installed/removed either on a single or on multiple workbenches connected 

together 
•	 Whenever not in use, it can be completely tilted down below the workbench.
•	 Legs are equipped with adjustable feet for a perfect alignment with the workbench.
•	 Anodized aluminum profiles with adjustable position to optimize the worktop 
•	 Fully suitable with both BM180 and BM180PLUS workbenches.

SPECIFICATIONS AND VERSIONS

POSSIBLE COMBINATION WITH BM180 BENCHES
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